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Specifications

 Screen Size  218.4 cm / 86” Wide LED Panel with IPS Technology
 Resolution  3840 x 2160 4K UHD / 16:9
 Brightness (Typ.)  400 cd/m2 
 Contrast (static)  1,200:1 
 Max. colors  1.07 Billion
 Viewing Angle (H/ V)  178º / 178º
 Response Time  8 ms
 Backlight   Direct LED
 Operating Hours  18 / 7
 Orientation  Landscape/Portrait
 Housing material  metal
 Bezel width T / B / L / R 19 / 24 / 19 / 19 mm
 Type  Internal
 Power Supply  100V ~ 240 VAC ; 50 - 60 Hz
 Power Consumption (max.)  300 W
 Sleep mode / Off mode  < 0,5 W / 0,5 W
 AC Power Switch  Yes
 Internal Speaker   10 W x 2
 Multiple Display Control (MDA)  Supported OS: WinXP 32 bit, WinVista 32/64 bit  
   SP2, Windows 7 32/64 bit
 OSD control at side  6 OSD buttons and 1 standby button
 Features  Image Setting, Source / Volume Control, Sharpness  
   Enhancement, HDMI-HDCP, 10 Bit color processing,  
   EZ-Suite 
 Storage memory  16 GB
 Operation Temperature  + 0 ~ +40°C 
 Operating Humidity  20 ~ 80%  
 Storage Temperature  -10 ~ +60°C 
 Storage Humidity  20 ~ 85%     
 Input   Line in (L/R), Power AC, HDMI x4, RJ45, USB Type A  
   (playback) x4
 Output  Line out (3,5mm)
 Product Dimensions W x H x D  1934 x 1110 x 83 mm
 Product Weight  68.8 kg
 Standard  Power- / HDMI- cable, Remote incl. batteries, 
   Shortguide
 Warranty terms   3 years on-site exchange
 Mounting  600 x 400 mm / M8 (4 holes)
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