
Motorized wall mount stand compatible with IFP from 32″ to 84″
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WALL MOUNT
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Ideally designed for touch LCD/Plasma displays (education & corpora-
te fields)
Accommodates displays from 32 to 84 inches
Electronic height adjustment
Max. movement: 450 mm
Remote control with built in security switch for avoiding accidents
Display lock
Simple installation
Max. display weight: 100 kg
Compatible with any kind of wall
Specially designed for achieving free distance between the wall and 
the back of the mount so that installation is compatible with any kind of 
existing baseboard or obstacle on the wall
Four legs with height adjustment for the use on any kind of floor surface
CE & UL certified

MOVMIPMOTMN

Remote control

Motorized wall mount,
compatible with
any kind of wall

SPECIFICATIONS

Ideally designed for touch LCD/
Plasma displays (education & 
corporate fi elds)

Accommodates displays   
from 32 to 84 inches

Electronic height adjustment

Max. movement: 450 mm

Remote control with built in security 
switch for avoiding accidents

Display lock

Simple installation

Max. display weight: 100 kg

Compatible with any kind of wall

Specially designed for achieving 
free distance between the wall 
and the back of the mount so that 
installation is compatible with any 
kind of existing baseboard   
or obstacle on the wall
Four legs with height adjustment for 
the use on any kind of fl oor surface

CE & UL certifi ed

Telescopic column

45 cm height 
adjustment

32 - 84”

100 kgs

Motor.
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MOVMIPMOTMN

Monitor size min/max From 32” to 84”

Motor Electric, 6.000N, 12 V

Range 45 cm

Max. load 100 Kg

Certifications CE, UL

Note

Built in power socket
Security switch
Interior cable management
Free distance between the wall and back of the lift to avoid any kind of existing friezel border wall
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