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16:9 16:10 5:4 1:121:9

PSS formats
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A B C D N cm kg kg

4:3

With
512 397 500 375 228 530x29x32 82 107
612 472 600 450 278 630x29x32 100 125

Without
512 397 500 375 228 530x29x32 53 75
612 472 600 450 278 630x29x32 65 87

16:9

With
512 303 500 281 210 530x29x32 80 105
612 359 600 337 255 630x29x32 98 123
712 415 700 393 316 730x29x32 120 145

Without
512 303 500 281 210 530x29x32 51 73
612 359 600 337 255 630x29x32 63 85
712 415 700 393 316 730x29x32 75 97

16:10

With
512 335 500 313 215 530x29x32 80 105
612 397 600 375 262 630x29x32 98 123
712 460 700 438 325 730x29x32 120 145

Without
512 335 500 313 215 530x29x32 51 73
612 397 600 375 262 630x29x32 63 85
712 460 700 438 325 730x29x32 75 97

21:9

With
512 235 500 213 199 530x29x32 80 105
612 278 600 255 241 630x29x32 98 123
712 320 700 298 300 730x29x32 120 145

Without
512 235 500 213 199 530x29x32 51 73
612 278 600 255 241 630x29x32 63 85
712 320 700 298 300 730x29x32 75 97

Having tools which are made to measure for the 
projection environment is the best way to obtain 
effective communication. When it comes to projecting 
in large spaces the best solution is Alumax, the screen 
devised especially for large-scale applications. Alumax 
is equipped with a built-in 150 mm diameter aluminium 
roller - specifically designed to roll very large surfaces - 
contained in a special case which is open underneath: 
these two features ensure the perfect planarity of the 
projection surface. Alumax is extremely practical to 
install, owing to the quick and easy assembly system. 
In other words, a magnet for the audience, even in the 
most challenging places. 

Alumax

Create your own screen with the PSS:

> personalized dimensions: width and height
> roller type: standard motorized 
> case: with standard case or without case
> case color: available black or white
> projection surfaces: VisionWhite, VisionAcoustik, 

Vision MacroAcoustik and VisionRear DB
> projection surface drop: front or rear 
> side of command/motor: right or left

Standard accessories: 

> kit with wall -or ceiling- quick mount brackets 
> unipolar selector switch 

Optional accessories:

> receiver and RF remote control for motorized screen
 (3 modalities: basic, automatic and compatible with 

domotic systems) 
> receiver and infrared remote control 
> bracket extensions for screens up to 60 cm
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