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Standard formats
2.35:1 1.85:1 1.6:1 1.25:1
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PSS formats B1 M1 M2Surfaces Fireproof 
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A B C D N E F G H I P cm O cm kg kg

4:3
406 318 400 300 197 325 400 308 390 293 10 20 192 425x20x21 36 42
456* 355 450 338 221 - - - - - - - - 475x20x21 41 47

16:9
406 242 400 225 181 252 400 234 390 219 10 45 176 425x20x21 41 35
456* 270 450 253 203 - - - - - - - - 475x20x21 40 46

16:10
406 268 400 250 186 276 400 259 390 244 10 20 181 425x20x21 36 42
465* 299 450 281 209 - - - - - - - - 475x20x21 41 47

21:9
406 188 400 170 171 199 400 181 390 166 10 45 167 425x20x21 41 35
456* 209 450 191 193 - - - - - - - - 475x20x21 40 46

1:1
356* 368 350 350 195 - - - - - - - - 375x20x21 32 38
406* 418 400 400 223 - - - - - - - - 425x20x21 35 41
456* 468 450 450 251 - - - - - - - - 475x20x21 42 48

Alumid: large-scale formats for a unique style. Designed 
for screens with bases sized over 3.5 m, this model is 
equipped with the trademark built-in 108 mm diameter 
aluminium roller, contained in a case which is open 
underneath, for easy rolling of larger-scale screens. 
The result is an excellent tensioning of the projection 
surface. This product is also interesting from the 
installation point of view, which is based on the quick-
assembly system, an operation which can be carried 
out autonomously and with significant time saving.
Sit back and enjoy the results: theatres, congress 
centres, auditorium spaces, Alumid ensures a striking 
projection performance even in the most challenging 
spaces.

Alumid

Create your own screen with the PSS:

> personalized dimensions: width and height
> roller type: standard motorized and radio 

integrated
> case: with standard case or without case
> case color: available black or white 
> projection surfaces: ReferenceWhite, 

ReferenceGrey, VisionWhite, VisionWhitePro, 
VisionRear, VisionRear DB, VisionAcoustik and 
VisionMacroAcoustik, available with black borders 
except the VisionRear and the VisionRear DB

> height of top: from 10 to 45 cm
> projection surface drop: front or rear 
> positioning of command/motor: right or left-hand 

side

Standard accessories:

> kit with wall -or ceiling- quick mount brackets 
> unipolar selector switch 
> remote control (only for radio-integrated version) 

Optional accessories:

> receiver and RF remote control for motorized screen
 (3 modalities: basic, automatic and compatible
 with domotic systems) 
> receiver and infrared remote control 
> bracket extensions for screens up to 60 cm

*Not available with VisionWhitePro surface
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